
Pin-Index 

Oxygen Valve
User Instructions



Attach the regulator by placing it over 

the cylinder valve. Align the regulator 

pins in the valve holes, rotate the gauge 

so that it is facing the operator, then 

turn the retaining wheel clockwise to 

fasten in place. 

Insert a compatible device into the 

quick connect port - push until you feel 

a ‘click’. Alternatively, you can use a 

mask or nasal cannula with the therapy 

probe outlet.

Turn the cylinder on by slowly turning 

the top of the cylinder valve anti-

clockwise. Check the gauge to see how 

much gas is in the cylinder. Contact us 

for a refill when the needle is in the red 

section.
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To use the therapy probe outlet, turn the 

end of the regulator to select the flow 

rate displayed. If the quick connect port 

is being used, the flow selector is not 

required.

After use, turn the cylinder off by turning the 

top of the cylinder valve clockwise. Vent any 

remaining pressure from the regulator by 

turning the flow selector on, or through a 

device connected to the quick connect port. 

The gauge should now display 0 pressure 

and no gas should be emitted when the flow 

selector is turned on.

Disconnect the quick connect device 

by pushing the outer ring of the quick 

connect port. Detach the regulator by 

turning the retaining wheel anti-

clockwise to release it from the valve.
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